
819 Lines

405 Lines

525 Lines (NTSC colour)

625 Lines (PAL colour)

625 Lines (SECAM colour)
Peak White Level

Black Level
Blanking Level
Sync Level

Peak White Level

Black Level
Blanking Level
Sync Level

Peak White Level

Black Level
Blanking Level
Sync Level

Peak White Level

Black/Blanking  Level

Sync Level

Horizontal Blanking Interval of 405-, 525-, 625- and 819-Line Standards
Line Time Datum (0H) - ie start of Line Period

70%

30%

71.4 ±0.7%
(100 ±1 IRE)

28.6 ±0.7%
(40 ±1 IRE)

5.4 ±0.7%
(7.5 ±1 IRE)

70 ±2%

70 ±2%

30 ±0.9%

0%

70%

30%

0% or 5%

H = 98.756µs

H = 63.492µs (mono), 63.556µs (colour)

H = 64.000µs

H = 48.840µs

18.5µs

16.8 ±0.5µs

9 ±1µs1.7µs

Rise time 250–500ns

Rise time <=250ns

Rise time 140 ±20ns

Rise time 250         ns

Rise time 300         ns

Rise time 250 ±50ns

Rise time 120 ±20ns

Rise time 140 ±20ns

Rise time 250±50ns

Rise time 200 ±3 0ns

10.7        µs
+0.3
-0.2

9.2       µs
+0.2
-0.1

5.3µs (19 cycles) 2.5 ±0.28µs
(9 ±1 cycles)

4.7 ±1µs1.5 ±1µs

28.6 ±0.7%
(40 ±1 IRE) +200

-100

12.05        µs

10.4µs

10.4µs

5.6 ±0.1 µs

5.6 ±0.2 µs

4.7 ±0.2µs

4.7 ±0.2µs

2.25 ±0.23µs
(10 ±1 cycles)

1.65      µs
+0.4
-0.1

+0.4
-0.1

12.05        µs
+0.4
-0.1

+150
-100

30 ±0.9%

      9.4 ±0.1µs  

8.9µs

2.5 ±0.1µs0.5
±0.1µs

For notes, see accompanying
tables on web page.

Pulse widths measured
between 50% points;
Rise times between
10% and 90% levels.

1.65      µs
+0.4
-0.1

0%

30 ±0.9%


